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Acumulatori OPzV seriile CFPV şi LFPV

Model
Tensiune 
nominală

(V)

Capacitate        
(Ah)

Rezistenţa internă 
(mΩ)

Dimensiuni (mm)
(L x l x h) 

Greutate
(kg) Terminale

CFPV2200 2 200 1.1 103 x 206 x 354 (390) 16.5 T10
CFPV2250 2 250 1 124 x 206 x 354 (390) 21.5 T10
CFPV2300 2 300 0.9 145 x 206 x 354 (390) 23.5 T10
CFPV2350 2 350 0.8 124 x 206 x 470 (506) 26.5 T10
CFPV2420 2 420 0.7 145 x 206 x 470 (506) 30.8 T10
CFPV2500 2 500 0.6 166 x 206 x 470 (506) 35 T10

CFPV2600 2 600 0.6 145 x 206 x 645 (681) 41.5 T10

CFPV2770 2 770 0.5 253 x 210 x 470 (506) 56.5 T10

CFPV2800 2 800 0.5 191 x 210 x 645 (681) 58.5 T10

CFPV21000 2 1000 0.4 233 x 210 x 645 (681) 68.6 T10
CFPV21200 2 1200 0.35 275 x 210 x 645 (681) 82 T10
CFPV21500 2 1500 0.25 275 x 210 x 795 (831) 103.5 T10
CFPV22000 2 2000 0.23 399 x 210 x 772 (807) 143 T10
CFPV22500 2 2500 0.2 487 x 212 x 772 (807) 174 T10

CFPV23000 2 3000 0.15 576 x 212 x 772 (807) 209 T10

LFPV680 6 80 4 194 x 170 x 205 (210) 16 T9
LFPV6100 6 100 3.5 260 x 180 x 245 (250) 18 T9
LFPV6120 6 120 3.3 260 x 180 x 245 (250) 20.5 T9
LFPV6140 6 140 3 307 x 169 x 220 (225) 24.5 T11
LFPV6160E 6 160 2.5 307 x 169 x 220 (225) 26.5 T11
LFPV6160 6 160 2.5 321 x 176 x 226 (246) 27.2 T11
LFPV1260 12 60 8.2 260 x 168 x 211 (233) 22 T9
LFPV1280 12 80 7.8 330 x 171 x 214 (220) 30.5 T9
LFPV12100 12 100 6.3 409 x 176 x 225 (225) 34.5 T11
LFPV12120 12 120 5.8 485 x 172 x 240 (240) 43.5 T11
LFPV12140 12 140 5.2 494 x 206 x 209 (235) 55 T11
LFPV12140E 12 140 5.5 532 x 207 x 215 (240) 52.5 T11
LFPV12160 12 160 4.3 522 x 238 x 218 (221) 58 T11
LFPV12180 12 180 4 522 x 238 x 218 (221) 63 T11
LFPV12200 12 200 3.6 521 x 269 x 203 (223) 73.5 T11


