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Acumulatori gel seriile FPG, LFPG şi CFPG

Model
Tensiune 
nominală

(V)

Capacitate        
(Ah)

Rezistenţa internă 
(mΩ)

Dimensiuni (mm)
(L x l x h) 

Greutate
(kg) Terminale

FPG12180 12 18 16 181 x 77 x 167 (167) 5 T8
FPG12240 12 24 20 166 x 175 x 125 (125) 7.4 T8
FPG12280 12 28 15 166 x 175 x 125 (125) 8 T8
FPG12280A 12 28 14 165 x 125 x 175 (175) 9 T8
LFPG6100 6 100 3.3 194 x 170 x 205 (205) 15.8 T9
LFPG6190 6 190 2.2 243 x 187 x 253 (276) 31 T11

LFPG1233 12 33 11 195 x 130 x 155 (155) 10.2 T9

LFPG1240 12 40 9.5 197 x 165 x 170 (170) 12.5 T9

LFPG1255 12 55 7 229 x 138 x 208 (208) 17 T9

LFPG1265 12 65 6.6 350 x 167 x 179 (179) 21 T9
LFPG1260 12 60 7.7 350 x 167 x 179 (179) 22 T9
LFPG1270 12 70 7 260 x 168 x 211 (211) 24 T9
LFPG1280 12 80 6.5 306 x 169 x 211 (211) 27.5 T9
LFPG1290 12 90 5.8 306 x 169 x 211 (211) 28.5 T9

LFPG1290H 12 90 5.4 330 x 171 x 214 (214) 31 T9

LFPG12100 12 100 5 330 x 171 x 214 (214) 32 T9
LFPG12110 12 110 5.2 330 x 171 x 225 (225) 33.5 T9
LFPG12120 12 120 4.4 409 x 176 x 225 (225) 36.5 T11
LFPG12140 12 134 4.2 342 x 172 x 280 (280) 42.5 T11
LFPG12150 12 150 3.9 485 x 172 x 240 (240) 44 T11
LFPG12180 12 180 3.6 494 x 206 x 209 (209) 55 T11
LFPG12160 12 160 3.2 530 x 207 x 214 (214) 53 T11
LFPG12200 12 200 3.3 522 x 238 x 218 (218) 66 T11
LFPG12250 12 250 2.9 521 x 269 x 220 (220) 75 T11
LFPG1250FT 12 50 7.2 277 x 106 x 221 (221) 17 T9
LFPG12100FT 12 100 5.4 506 x 110 x 224 (239) 31 T9
LFPG12150FT 12 150 4 551 x 110 x 287 (287) 47 T11
LFPG12180FT 12 180 3 546 x 125 x 317 (323) 57 T11
CFPG2100 2 100 0.9 171 x 72 x 206 (209) 6 T10
CFPG2150 2 150 0.7 171 x 102 x 206 (211) 8.5 T10
CFPG2200 2 200 0.95 173 x 109 x 330 (364) 14 T10
CFPG2300 2 300 0.8 171 x 151 x 330 (364) 19.5 T10
CFPG2400 2 400 0.65 210 x 176 x 330 (367) 26.5 T10
CFPG2500 2 500 0.55 241 x 171 x 330 (365) 31.5 T10
CFPG2600 2 600 0.5 302 x 175 x 330 (367) 38 T10



www.alphapower.ro

Acumulatori gel seriile FPG, LFPG şi CFPG

Model
Tensiune 
nominală

(V)

Capacitate        
(Ah)

Rezistenţa internă 
(mΩ)

Dimensiuni (mm)
(L x l x h) 

Greutate
(kg) Terminale

CFPG2800 2 800 0.4 410 x 175 x 330 (367) 53.5 T10
CFPG21000 2 1000 0.3 475 x 175 x 330 (367) 64 T10
CFPG21500 2 1500 0.22 400 x 350 x 345 (382) 97 T10
CFPG22000 2 2000 0.2 490 x 350 x 345 (382) 130 T10
CFPG23000 2 3000 0.13 710 x 350 x 345 (382) 198 T10
CFPG2200S 2 200 0.9 206 x 103 x 355 (390) 15.5 T10

CFPG2250S 2 250 0.8 206 x 124 x 355 (390) 19 T10

CFPG2300S 2 300 0.75 206 x 145 x 355 (390) 21 T10

CFPG2350S 2 350 0.7 206 x 124 x 471 (506) 24 T10

CFPG2400S 2 400 0.6 206 x 145 x 471 (506) 27.5 T10
CFPG2500S 2 500 0.5 206 x 166 x 471 (506) 32 T10
CFPG2600S 2 600 0.45 206 x 145 x 646 (681) 43 T10
CFPG2800S 2 800 0.4 210 x 191 x 646 (681) 60 T10
CFPG21000S 2 1000 0.33 233 x 210 x 646 (681) 71 T10

CFPG21200S 2 1200 0.28 275 x 210 x 646 (681) 87 T10

CFPG21500S 2 1500 0.22 275 x 210 x 796 (831) 105 T10
CFPG21500S 2 2000 0.2 399 x 210 x 772 (807) 150 T10
CFPG22500S 2 2500 0.17 487 x 212 x 772 (807) 187 T10
CFPG23000S 2 3000 0.13 576 x 212 x 772 (807) 223 T10


